
Synflex 30CT
Constant Pressure 3,000 psi Hydraulic Hose
Product Details

Applications

 Robotics

Cold Temperature
®

100R18 

Working Pressure

Lengthens Life of
Hydraulic System

Features / Benefits
Extremely Flexible

Small Outside Diameter

Lightweight, Easy Field  
 Repair
  



Synflex 30CT Hose Advantages

All Temperature Performance
Designed for applications ranging
from -65°F to 200°F.

Flexibility
Outperforms conventional hoses with
extreme flexing capabilities, even in cold
temperatures.

3,000 psi
Compatible for the most demanding
hydraulic requirements.
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Product Specifications

Can be assembled with either swaged or crimped couplings.
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Standard Compliance

r

    MAXIMUM MAXIMUM MINIMUM
 PART NOMINAL MAXIMUM BEND WORKING BURST WEIGHT
 NUMBER I.D. O.D. RADIUS PRESSURE PRESSURE LB KG

  in mm in mm in mm psi bar psi bar 100ft 100m
 30CT-03 3/6 4.8 .420 10.7 1 25.4 3,000 207 12,000 828 5.3 7.9
 30CT-04 1/4 6.4 .478 12.1 1-1/4 31.8 3,000 207 12,000 828 6.0 8.9
 30CT-05 5/16 7.9 .610 15.5 1-1/2 38.1 3,000 207 12,000 828 9.9 14.7
 30CT-06 3/8 9.5 .660 16.8 2 50.8 3,000 207 12,000 828 12.2 18.2
 30CT-08 1/2 12.7 .850 21.6 3-1/2 88.9 3,000 207 12,000 828 16.6 24.6
 30CT-10 5/8 16.0 1.062 27.0 4 101.6 3,000 207 12,000 828 27.8 41.2

 HOSE DASH FITTING SWAGE DIE
 SIZE SERIES PART NO. 4540

 -03 903 303
 -04 903 3W4
 -05 903 305
 -06 903 306
 -08 903 A08
 -10 90N N10


